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Type 3

Order example:
Roller chain 16B-1 with M-attachments on outer link plates (M 500), on one side (1), every 4 pitches (4p) = 
16 B-1 / M 500 – 1/4 p.

Roller Chains with 
M-Attachments
One Bore Hole
Mounted on one and on both sides

*   Attachment with straight plate
X   Also for chain type C 2040 and C 2042
XX Also for chain type C 2050 and C 2052

Further designs on request!
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Stainless Steel Single and Multiple Roller chains (RexPlus), European Standard DIN 8187, American Standard DIN 8188 

1 08 B-1 SS M 280 12,7 ½ " 10,6 4,3 19 12,7 1,6

1 10 B-1 SS M 300 15,875 5/8 " 12,5 5,4 23,4 15,3 1,6

1 12 B-1 SS M 490 19,05 ¾ " 16 5,4 28 17,7 1,8

1 16 B-1 SS M 524 25,4 1 " 19 6,6 34,2 23,7 3,1

1 10 A-1 SS M 380 15,875 5/8 " 12,5 5,4 23,4 15,3 2

Double Pitch Roller Chains, ISO 1275 / DIN 8181
1 208 B M 540* 25,4 1 " 20 4,3 20,4 14,3 1,6

1 210 B M 632* 31,75 1 ¼ " 25 5,4 28,4 16,1 2

1 212 B M 650* 38,1 1 ½ " 31,8 6,6 37,5 24 1,8

1 216 B M 830 50,8 2 " 39,8 8,5 39,8 27 3

1 208 A X M 550* 25,4 1 " 20 5,4 20,4 11,2 1,6

1 210 A  XX M 632* 31,75 1 ¼ " 25 5,4 28,4 16,1 2

Single and Multiple Roller chains, European Standard DIN 8187, American Standard DIN 8188

3 08 B-1 M 274 12,7 ½ " 17,9 7,2 19 13 1,6

3 16 B-1 M 510 25,4 1 " 36 8,3 36,3 24,3 3
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Roller Chains with 
M-Attachments
Two Bore Holes
Mounted on one and both sides

* Attachment with straight plate.  Further designs on request!

Type 2
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Single and Multiple Roller chains, European Standard DIN 8187, American Standard DIN 8188

2 08 B-1 M 61 12,7 ½ " 23,7 4,36 12,55 17,2 12,3 1,6

2 08 B-1 M 51305 12,7 ½ " 24,4 5,03 12,7 19 14,3 1,6

2 08 B-1 M 188 M 189 12,7 ½ " 24,4 4,3 12,7 19 14,3 14,3 1,6 1,6

2 10 B-1 M 346 15,875 5/8 " 28,6 5,1 15,8 21 15,4 1,6

2 12 B-1 M 452 19,05 ¾ " 35,2 6,6 19,05 29,8 20 1,8

2 12 B-1 M 3695 19,05 ¾ " 35,2 6,6 19,05 32 21,5 3,75

2 12 B-1 M 434* 19,05 ¾ " 35 6,6 16 30,2 23 1,8

2 16 B-1 M 517* 25,4 1 " 45,8 8,3 20 36,8 26,5 4

2 16 B-1 M 572* 25,4 1 " 45,8 8,3 25 36,9 25,9 3,05

2 16 B-1 M 576 25,4 1 " 46 8,3 25,4 36,7 25,9 3,05

2 20 B-1 M 620 31,75 1 ¼ " 47 8,3 30 42,2 30 4

2 24 B-1 M 740 38,1 1 ½ " 71,1 10,5 38,1 64,8 47,3 5

2 32 B-1 M 92364 50,8 2 " 92,4 12,5 50,5 73,6 52,9 6,3

Stainless Steel Single and Multiple Roller chains (RexPlus), European Standard DIN 8187, American Standard DIN 8188
2 08 B-1 SS M 294 12,7 ½ " 24,4 4,3 12,7 19 14,3 1,6

2 12 B-1 SS M 494 19,05 ¾ " 35,2 6,6 19 27,7 18,55 1,8
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Roller Chains with Straight Connecting Links as Attachments

Chains can easily be equipped with spe-
cial attachments by means of straight 
connecting links. There are a range of 
possible combinations. For example, sin-
gle strand chains can be equipped with 
straight duplex or triplex connecting links. 
Double chains can be equipped with tri-
plex connecting links.

As shown in Figures I – V, a symmetric 
and an asymmetric combination are both 
possible.

For example, if a combination of two sin-
gle strand roller chains with several triplex 
connecting links (shown in Figure 5) is 
necessary, the chains must be matched 

as a pair. Large pitch roller chains can be 
combined in the same way.
Rexnord will gladly offer you technical 
suggestions and price quotations at your 
request.

Roller Chain-Connecting Link Combination

I, II = Single strand chain with double connecting link

III = Single strand chain with triple connecting link

 
IV = Double strand chain with triple connecting link

 V = 2 x Single strand chain with triple connecting link

I

IV

II III

V

Roller chains ≤ 
25,4 mm pitch: 
Con Link Type E 

(spring type)

Roller chains > 
25,4 mm pitch: 

Con Link Type S 
(cotter type)

Chain type
pitch p Inner width 

b2  max
Transverse 

e

Plate 
thickness

s1

Plate 
thicknesss

s2
l1 l2 l3 max. l4 max.

mm inch mm mm mm mm mm mm mm mm

Single- and multiple Roller Chains ISO 606, European Standard DIN 8187
08 B-1 und 2 12,7 ½ " 11,3 13,92 1,7 1,25 11,2 5,6 32,1 46

10 B-1 und 2 15,875 5/8 " 13,28 16,59 1,5 13,2 6,6 37,1 53,9

12 B-1 und 2 19,05 ¾ " 15,62 19,46 1,8 15,6 7,8 42,6 62,4

16 B-1 und 2 25,4 1 " 25,4 31,88 3,1 25,3 12,65 69,5 101,4

20 B-1 und 2 31,75 1 ¼ " 29 36,45 3,5 28,9 14,45 80,7 117,2

24 B-1 und 2 38,1 1 ½ " 37,9 48,36 5 37,8 18,9 106,9 155,2

Single- and Multiple Roller Chains ISO 606, American Standard DIN 8188
08 A-1 und 2 12,7 ½ " 11,15 14,48 1,5 11,1 5,55 31,9 46,3

10 A-1 und 2 15,875 5/8 " 13,8 18,11 2 13,7 6,65 39,6 58,9

12 A-1 und 2 19,05 ¾ " 17,7 22,78 2,4 17,6 8,6 49,6 72,5

16 A-1 und 2 25,4 1 " 22,5 29,29 3,1 22,4 11,2 64,5 93,6

20 A-1 und 2 31,75 1 ¼ " 27,4 35,76 4 27,3 13,65 79,3 115,1

24 A-1 und 2 38,1 1 ½ " 35,3 45,44 4,7 35,2 17,6 100,3 145,7
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Roller Chains with 
K-Attachments
One Bore Hole
Mounted on one or both sides

Further designs on request!

Type 15

Type 13
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Single and Multiple Roller chains, European Standard DIN 8187, American Standard DIN 8188
13 08 B-1 W 260 W 263 12,7 ½ " 13 19,3 10,6 4,3 8,5 1,6 1,6

13 08 B-1 W 264 W 269 12,7 ½ " 11,9 19,3 10,6 4,3 8,9 1,6 1,6

13 08 B-1 W 266 12,7 ½ " 13,8 19,7 10,6 4,3 8,5 1,6

13 08 B-1  W 270 12,7 ½ " 13 19,7 10,6 5,4 8,5 1,6

13 08 B-1 W 276 12,7 ½ " 11,9 19,3 10,6 5,4 8,9 1,6

13 10 B-1 W 302 W 305 15,875 5/8 " 14,9 23,5 12,5 5,4 10,3 1,6 1,6

13 10 B-1 W 304 W 309 15,875 5/8 " 15,9 23,5 12,5 5,1 10,3 1,6 1,6

13 10 B-1 W 340 15,875 5/8 " 16,5 23,5 12,5 5,4 10,3 1,6

13 10 B-1 W 352 15,875 5/8 " 14,9 23,5 12,5 4,3 10,3 1,6

13 12 B-1 W 89797 W 12515 19,05 ¾ " 19,05 26,5 16 6,4 13,5 1,8 1,8

13 12 B-1 W 12515 19,05 ¾ " 19,05 24,6 16 6,4 13,5 1,8

13 12 B-1 W 400 W 405 19,05 ¾ " 17,2 28 16 5,4 11,9 1,8 1,8

13 12 B-1 W 402 19,05 ¾ " 17,7 28,0 16 6,6 11,9 1,8

13 12 B-1 W 488 W 489 19,05 ¾ " 19,05 26,4 16 7,2 13,5 1,8 1,8

13 16 B-1 W 500 W 503 25,4 1 " 26,5 37,5 19 6,6 15,9 3 3
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Roller Chains with K-Attachments
One Bore Hole

Further designs on request!
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Single and Multiple Roller chains, European Standard DIN 8187, American Standard DIN 8188
13 16 B-1 W 502 W 501 25,4 1 " 23,8 37,8 19 6,6 15,2 3 3

13 16 B-1 W 506 25,4 1 " 27 37,9 19 10 18 3

13 16 B-1 W 526 W 527 25,4 1 " 26,5 37,5 19 8,3 15,9 3 4

13 20 B-1 W 611 31,75 1 ¼ " 32,6 47,4 24 10,5 15,9 3,5

13 08 A-1 W 222 12,7 ½ " 12,7 19,4 10,6 3,5 8,5 1,6

13 10 A-1  W 322 W 321 15,875 5/8 " 15,8 24,3 12,5 5,4 10,3 2 2

13 12 A-1 W 422 19,05 ¾ " 19,05 28,4 16 5,4 11,9 2,4

13 12 A-1 W 428 19,05 ¾ " 19,05 28,4 15,9 8,3 11,9 2,4

13 16 A-1 W 522 W 523 25,4 1 " 25,4 36,4 20 6,6 15,9 3 3

13 28 A-1 W 983 44,45 1 ¾ " 44,45 55 35,7 11,5 28,6 5,5

13 32 A-1 W 984 50,8 2 " 50,8 70,8 38,5 13,1 31,8 6,3

15 08 B-1 W 274 12,7 ½ " 13,8 20,1 17,9 7,2 8 1,6

15 16 B-1 W 508 25,4 1 " 27 39,5 36 10,3 15,9 3

15 16 B-1 W 510 25,4 1 " 27 39,5 36 8,3 15,9 3

16 16 B-1 W 580 25,4 1 " 28,5 37,8 45,8 8,5 18 3

15 16 B-1 W 596 25,4 1 " 29 38,0 24 9 18 3

15 32 B-1 W 838 50,8 2 " 52,5 73 92,4 14 35 6,3

Stainless Steel Single and Multiple Roller chains (RexPlus), European Standard DIN 8187, American Standard DIN 8188 
13 08 B-1 SS  W 280 12,7 ½ " 13 19,7 10,6 4,3 8,5 1,6

13 12 B-1 SS W 490 19,05 ¾ " 17,2 28 16 5,4 11,9 1,8

13 12 B-1 SS W 492 19,05 ¾ " 17,7 28 16 6,6 11,9 1,8

13 16 B-1 SS W 512 25,4 1 " 28,9 37,5 36 9 18 3,1

13 16 B-1 SS W 524 25,4 1 " 26,5 37,5 19 6,6 15,9 3,1

13 16 B-1 SS W 528 W 529 25,4 1 " 26,5 37,5 18,6 6,6 15,9 3,1 3,7

13 16 B-1 SS W 97654 25,4 1 " 26,5 37,5 18,6 8,3 15,9 3,1

13 10 A-1 SS W 380 15,875 5/8 " 15,8 24,3 12,5 5,4 10,3 2

Double Pitch Roller Chains, European Standard DIN 8187, American Standard DIN 8181
13 208 B W 548 W 549 25,4 1 " 14 20,4 20 4,4 9 1,6 1,6

13 210 B W 635 31,75 1 ¼ " 15,8 28,3 25 5,4 11,2 1,6

13 212 B W 650 38,1 1 ½ " 20,9 34,9 31,8 6,6 14,5 1,8

13 216 B W 830 50,8 2 " 28,8 42,1 39,8 8,3 17 3

13 208 A W 552 25,4 1 " 12,7 20,4 20 4,3 9 1,6

13 208 A W 554 25,4 1 " 12,7 20,4 20 5,4 9 1,6

13 208 A W 45497 25,4 1 " 12,7 20,4 20 5,1 9 1,6

13 210 A W 19586 31,75 1 ¼ " 15,8 22,3 25 5,4 11,2 2

13 212 A  W 658 38,1 1 ½ " 19,05 31,2 28 6,6 14,5 2,4

13 212 A H W 662 38,1 1 ½ " 21,4 33,2 28 6,6 14,7 3,1

13 216 B SS W 62166 50,8 2 “ 27,8 41,1 39,8 8,3 18 3,1
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Roller Chains 
with K-Attachments
Two Bore Holes
Mounted on one or both sides

Further designs on request!

Type 14
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Single and Multiple Roller chains, European Standard DIN 8187, American Standard DIN 8188
14 08 B-1 W 188 W 189 12,7 ½ " 13 19,7 24,4 4,3 12,7 8,5 1,6 1,6

14 08 B-1 W 190 12,7 ½ " 12,7 20,7 24,4 4,9 12,7 9,9 1,6

14 10 B-1 W 346 15,875 5/8 " 15 21,1 28,6 5,1 15,77 10,3 1,6

14 12 B-1 W 450 19,05 ¾ " 18 27,7 35,2 6,6 19,05 12 1,8

14 12 B-1 W 456 19,05 ¾ " 17,5 26,1 35 5,4 19,05 11,4 1,8

14 16 B-1 W 572 25,4 1 " 25,4 36,8 45,8 8,3 25 19 3

14 16 B-1 W 576 25,4 1 " 28,7 40 46 8,3 25,4 15,9 3

14 20 B-1 W 612 31,75 1 ¼ " 33,4 43 47 8,1 30 22 3,5

14 24 B-1 W 740 38,1 1 ½ " 43,6 61,8 71,1 10,5 38,1 32 5

14 28 B-1 W 82 44,45 1 ¾ " 44,45 67,9 81,5 13,5 44,45 28,6 5,5

14 32 B-1 W 840 50,8 2 " 52,6 74,1 92,4 12,5 50,8 35 6,3

14 32 B-1 W 842 50,8 2 " 47,7 58,6 92,4 14 50,8 35 6,3

14 32 B-1 W 116846 50,8 2 " 52,6 74,1 92,4 14 50,8 35 6,3

14 12 A-1 W 111934 19,05 ¾ " 19,5 26,7 36 6,6 19,05 11,5 2,4

14 28 A-1 W 91410 44,45 1 ¾ " 34,7 49,4 81,5 11,2 42 25 5,5

14 28 A-1 W 762 44,45 1 ¾ " 17,25 31,7 49,4 10,3 42 25 5,5

Stainless Steel Single and Multiple Roller chains (RexPlus), European Standard DIN 8187, American Standard DIN 8188
14 08 B-1 SS W 294 12,7 ½ " 13 19,7 24,4 4,3 12,7 8,5 1,6

14 10 B-1 SS W 394 15,875 5/8 " 15,6 21,1 28,6 5,1 15,8 10,3 1,6

14 12 B-1 SS W 494 19,05 ¾ " 18 27,6 35,2 6,6 19,05 12 2

14 16 B-1 SS W 574 25,4 1 " 25,4 36,8 45,8 8,3 25 19 3,1

14 16 B-1 SS W 121148 25,4 1 " 28,8 37,8 45,8 9 25 18 3,1
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Roller Chains 
with Extended Pins
Extended on one side – Type 35
Extended on both sides – Type 36 

Type 35 and 36 of European standard up to 1“ are also available in RexPlus!
 
* Regarding Quick Step Programme: Only Type 35 is available with Quick Step.

Further designs on request!

Type 36

Attachment 
Type Chain No. Name of 

Attachment

Pitch p d l1 l2 l3

mm inch Pin diametre Pin gap one side Pin gap both sides Overall width

Single and Multiple Roller chains, European Standard DIN 8187, American Standard DIN 8188
35 + 36 08 B-1 BGL 08 B-2 * 12,7 ½ " 4,45 15 8 31

35 + 36 08 B-1 BGL 08 B-3 * 12,7 ½ " 4,45 29 15 44,9

35 + 36 10 B-1 BGL 10 B-2 * 15,875 5/8 " 5,08 17,8 9,5 35,5

35 + 36 10 B-1 BGL 10 B-3 * 15,875 5/8 " 5,08 34,4 17,8 52,2

35 + 36 12 B-1 BGL 12 B-2 * 19,05 ¾ " 5,72 20,8 11 41,7

35 + 36 12 B-1 BGL 12 B-3 * 19,05 ¾ " 5,72 40,2 20,8 61,3

35 + 36 16 B-1 BGL 16 B-2 * 25,4 1 " 8,28 33,6 17,6 67,4

35 + 36 16 B-1 BGL 16 B-3 * 25,4 1 " 8,28 65,5 33,6 99,3

35 + 36 20 B-1 BGL 20 B-2 31,75 1 ¼ " 10,19 38,3 20,1 76,9

35 + 36 20 B-1 BGL 20 B-3 31,75 1 ¼ " 10,19 74,8 38,3 113,4

35 + 36 24 B-1 BGL 24 B-2 38,1 1 ½ " 14,63 51,2 26,8 102,2

35 + 36 24 B-1 BGL 24 B-3 38,1 1 ½ " 14,63 99,2 50,8 150

35 + 36 08 A-1 BGL 08 A-2 12,7 ½ " 3,96 15,3 8,1 30,7

35 + 36 08 A-1 BGL 08 A-3 12,7 ½ " 3,96 29,7 15,3 45,1

35 + 36 10 A-1 BGL 10 A-2 15,875 5/8 " 5,08 19,2 10,2 38,5

35 + 36 10 A-1 BGL 10 A-3 15,875 5/8 " 5,08 37,3 19,2 56,7

35 + 36 12 A-1 BGL 12 A-2 19,05 ¾ " 5,94 24,2 12,8 48,5

35 + 36 12 A-1 BGL 12 A-3 19,05 ¾ " 5,94 46,9 24,2 71,3

35 + 36 16 A-1 BGL 16 A-2 25,4 1 " 7,92 31,3 16,6 62,5

35 + 36 16 A-1 BGL 16 A-3 25,4 1 " 7,92 60,6 31,3 91,7

35 + 36 20 A-1 BGL 20 A-2 31,75 1 ¼ " 9,53 37,6 19,7 75,3

35 + 36 20 A-1 BGL 20 A-3 31,75 1 ¼ " 9,53 73,4 37,6 111,2
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Roller Chains 
with Extended Pins

Extended on one side – Type 35
Extended on both sides – Type 36 

Pin dimensions for double pitch roller chains, American Standard, with straight and heavy link plates correspond to the dimensi-
ons of the ANSI series.

Stainless steel roller chains with extended pins correspond to the dimensions of standard chain.

Chains up to 25,4 pitch:            Connecting links with spring clip
Chains 31,75 pitch and above:  Connecting link with cotter

With two extended 
pins

Further designs on request!

Type 36

Attachment 
Type Chain No. Name of 

Attachment

Pitch p d l1 l2 l3

mm inch Pin diametre Pin gap one side Pin gap both sides Overall width

Double Pitch Roller Chains, European Standard DIN 8181, American Standard DIN 8181 
35 + 36 208 B BGL 08 B-2 25,4 1 " 4,45 15 8 31

35 + 36 208 B BGL 08 B-3 25,4 1 " 4,45 29 15 44,9

35 + 36 210 B BGL 10 B-2 31,75 1 ¼ " 5,08 17,8 9,5 35,5

35 + 36 210 B BGL 10 B-3 31,75 1 ¼ " 5,08 34,4 17,8 52,2

35 + 36 212 B BGL 12 B-2 38,1 1 ½ " 5,72 20,8 11 41,7

35 + 36 212 B BGL 12 B-3 38,1 1 ½ " 5,72 40,2 20,8 61,3

35 + 36 216 B BGL 16 B-2 50,8 2 " 8,28 33,6 17,6 67,4

35 + 36 216 B BGL 16 B-3 50,8 2 " 8,28 65,5 33,6 99,3

35 + 36 208 A BGL 08 A-2 25,4 1 " 3,96 15,3 8,1 30,7

35 + 36 208 A BGL 08 A-3 25,4 1 " 3,96 29,7 15,3 45,1

35 + 36 210 A BGL 10 A-2 31,75 1 ¼ " 5,08 19,2 10,2 38,5

35 + 36 210 A BGL 10 A-3 31,75 1 ¼ " 5,08 37,3 19,2 56,7

35 + 36 212 A BGL 12 A-2 38,1 1 ½ " 5,94 24,2 12,8 48,5

35 + 36 212 A BGL 12 A-3 38,1 1 ½ " 5,94 46,9 24,2 71,3

35 + 36 216 A BGL 16 A-2 50,8 2 " 7,92 31,3 16,6 62,5

35 + 36 216 A BGL 16 A-3 50,8 2 " 7,92 60,6 31,3 91,7
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The Click Attachment System

* Double Strand = F x 1,8
  Triple Strand   = F x 2,5 

Sprockets: Due to construction, only every second tooth is used.

Mounted Click Attachment system on the bottom side

The Rexnord Click Attachment System is an easy to handle and very effective problem solution.
A plastic part is integrated into the chain design by „clicking“ it onto the inner links of the chain. This enables a careful transportation 
of sensitive products without any problem.

Roof tiles, tin boxes with individual parts, as well as food products are transported with the help of the Chain Click System.

The large advantage is the good price/performance relationship.

The wear of the plastic parts does not result in the replacement of the entire chain, as replacement attachments can be supplied. 
The Click Attachment must be used with single and multiple strand roller chains of BS standard DIN/ISO 8187, Roller Chains with 
straight plates, non corrosive chains, chains with surface treatment (zinc and/or nickel plated), and sidebow chains.

The selected material contains absolutely no silicon. 

Chain type

pitch p

Click Material
Click Attachment hight

H
[mm]

Max. allowable load 
weight/each click

M/pro click
kg

Max. allowable 
Chain tension each 

strand

F*mm inch

08 B Clip 12,7 ½ "

Polyamid 
reinforced

7,8 80 kg 1250 N

10 B Clip 15,875 5/8 " 9,8 100 kg 1750 N

12 B Clip 19,05 ¾ " 11 120 kg 2500 N

16 B Clip 25,4 1 “ 14,5 160 kg 5500 N
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Different roller chains and hollow pin chains according to ISO 606 are used for transport of cans and collapsible tubes between the 
production process steps.
Different pitches, standards and measurements of pin oven are possible. If required, the end of every pin oven can be assembled 
with a protective cap for protecting the products and prevent damages. 
Pin ovens are available in spring steel and stainless design.

For cleaning cans, a special solution can be the use of our curved wire, stainless chains.
Please do not hesitate to contact our application engineers for an optimised solution for your individaul application!

Roller chains IS0 606 with pin ovens are available in sizes ½ inch to ¾ inch; Hollow pin chains with pin ovens are available in sizes 
5/8  inch to 1 inch. These chain types are also shown in our Quality Chains catalogue.

Example of use of an pin oven chain

Pin Oven Chains
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Technical drawing of roller chain with three different de-
signs of pin ovens. Measurement L and equivalent design 
determined on agreement.

Further designs on request!

Pin Oven Chains
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inch mm mm mm mm mm mm mm mm mm cm² N kg/m mm

Single Hollow pin Roller Chain, Main dimensions acc. to ISO 606, European and American Standard
10 B – 1 HB 5/8 " 15,875 9,65 10,16 5,94 4 13,9 14,7 19,3 21,1 1,14 17 000 0,8

12 B – 1 HB ¾ " 19,05 11,68 12,07 6,5 4 16,3 15,9 22,4 24 1,06 21 000 1,1

08 A - 1 HB ½ " 12,7 7,85  7,95 5,72 4 11,9 11,6 17,1 18,5 0,68 10 000 0,53

 12 A - 1 HB ¾ " 19,05 12,57 11,91 7 5 18,65 17,7 26,3 27,2 1,3 20 000 1,32

16 A - 1 HB 1 25,4 15,75 15,88 11,67 8 22,5 23,7 32,6 33,7 2,63 59 000 2,4

Double Hollow pin Roller Chain, Main dimensions acc. to ISO 606, European Standard DIN 8187
10 B – 2 HB 5/8 " 15,875 9,65 10,16 5,94 4 13,9 14,7 37,3 39 2,08 33 500 1,6

12 B – 2 HB ¾ " 19,05 11,68 12,07 6,5 4 16,3 15,9 43 45 2,12 42 500 2,2

Sidebow Roller Chains
63 SS ¾ " 19,05 18,7 11,91 5,08 12,6 15,2 29,1 27,1 0,89 14 000 0,832 356

Single and Multiple Roller chains, European Standard DIN 8187, American Standard DIN 8188
08 B ½ " 12,7 7,75 8,51 4,45 11,3 11,6 17,0 19,0 0,50 18 000 0,7

10 B 5/8 " 15,875 9,65 10,16 5,08 13,28 14,6 19,6 22,0 0,67 22 400 0,9

12 B ¾ " 19,05 11,68 12,07 5,72 15,62 15,9 22,7 25,1 0,89 29 000 1,15

12 A ¾ " 19,05 12,57 11,91 5,94 17,7 17,7 25,7 28,6 1,05 31 800 1,48
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Timber Industry – High Functionality and Reliability

For almost all areas of wood-working, Rexnord offers 

the correct solution with a variety of attachments. 

For molding and trimming technology, a wide range of 

jagged connecting plates and special attachments for 

secure transport is available. A rate of feed of up to 

150 meters per minute can be achieved with Rexnord’s 

high performance roller chains. Serrated plates, ar-

ranged in different designs provide each individual 

job with a high or very low friction coefficient between 

transport goods and chains.

In the fields of high speed board conveyance and grad-

ing plants, Rexnord chains prove themselves through 

strong, wear-resistant surfaces and joints. The high-

est operational stability is achieved through an opti-

mal tight fit, as well as through a high impact load. For 

sensitive surfaces, Rexnord offers rubberized clamps, 

high performance roller chains with straight plates, or 

the Rexnord Chain Click System. 

Rexnord roller chains not only provide solutions for 

high-speed applications, but can also meet other de-

manding requirements. For exact positioning and ma-

nipulation of various products, Rexnord high perform-

ance roller chains can be aligned with one another in 

pairs or in groups. Chains which are set parallel to one 

another can therefore be guaranteed to have even load 

distribution within the chain strand. An inspection of 

the amount of twist present in long conveying lines sat-

isfies every requirement of the product profile.

The Rexnord consulting team will also offer you sup-

port in choosing the appropriate lubrication specifically 

for the timber industry. Therefore, you can use chains 

with a dry wax lubrication, as well as chains which are 

sparingly externally lubricated.
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Typical Attachments for the Timber Industry

Type 23

*   without rubber top
**  rubber top in black. Also available in light-beige (designation of attachment: Z 16214), white (Z 1051) or dark grey (Z 951).
*** rubber top in beige. Also available in black (Z 1006) or light-grey (Z 1087). 
**** rubber top in beige. (Further designs on request)!

Type 20

Type 22 Type 26

Type 25

Type 30
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Einfach- und Mehrfach-Rollenketten, Europäischer Standard DIN 8187, Amerikanischer Standard DIN 8188 (Ansi)20 08 B-2 Z 232* 12,7 ½ " 33,5 24 8,5 0,8

20 08 B-2 Z 299 12,7 ½ " 33,5 24 23 24 12,5 8,5 0,8

20 08 B-2 Z 332*** 12,7 ½ " 33,5 24 18 21 12,5 8,5 0,8

20 20-1 Z 474* 20 0,787 35,5 36 31 27 21 16 1,2

20 20-1 Z 528 20 0,787 35,5 36 16 1,2

22 16 B-1 M 506 25,4 1 " 46 15,9 3,1

23 16 B-1 M 516 25,4 1 " 46 15,9 3,1

23 20 B-1 M 76138 31,75 1 ¼ " 47 20 3,5

25 20-1 (old: Re 487) Z 186 20 0,787 29,5 36 16 3

26 16 A-1 Z 530* 25,4 1 " 48 48 22 21,5 15,5 2

26 16 A-1 Z 329** 25,4 1 " 48 48 22 23,6 15,6 1,95

30 16 B-1 M 1797 M 1796 25,4 1 " 45,7 12,65 12 3 3,75

30 32 B-1 M 117609 M 117610 50,8 2 " 92,7 12,7 30 6,3 7

30 12 A-1 M 498 M499 19,05 ¾ " 36,6 9,5 9,2 2,4

30 20 A-1 M 87531 M 87532 31,75 1 ¼ " 61 10,6 18,4 4 4

30 24 A-1 M 111596 38,1 1 ½ " 72,8 12,7 21,1 9,4

30 24 A-1 M 111594 38,1 1 ½ " 72,8 12,7 21,1 10

30 24 A-1 M 704 M 705 38,1 1 ½ " 72,8 12,7 21,1 4,7 4,7
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Food Industry

Rexnord roller chains can be found in many applica-

tions, including many areas of the food industry.

For many years, Rexnord chains have been effectively 

implemented for various uses in bottling plants, cream-

eries, smoke houses, or in fish processing. Moreover, 

Rexnord chains are being used in refrigerated ware-

houses and in ovens in the bread making industry.

Rexnord chains are therefore able to satisfy your most 

important requirements.

Continuous further development, joint cooperation 

with customers in formulating new drive and convey-

ing concepts, as well as the design of new attachment 

types, offers the basis for long lasting collaboration.

High precision of individual components paired with 

matching roller chains, minor tolerance and elastic-

ity, high hygiene standards, as well as high equipment 

availability, illustrate purchasing decision requirements 

in application areas of the food industry 

The corresponding lubrication with H1 registration, ap-

propriate for high and low temperatures, along with 

corrosion resistant surfaces, and finally, the impressive 

wear characteristics of chain links, round out the over-

all profile of Rexnord chains for the food industry.

Experience, which we have gained through numerous 

varying applications, make us the most competent 

partner for food and beverage technology.
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Type 8 Type 66

Type 5Type 7

Further designs on request!

Typical Attachments for the Food Industry

Ty
pe

 o
f A

tta
ch

m
en

t

C
ha

in
 d

es
cr

ip
tio

n

Name of 
attachment Pitch A B C D F G H h1 h2 s1 s2

outer inner mm inch

D
is

ta
nc

e 
fr

om
 fi

xi
ng

 
ho

le
 to

 m
id

dl
e 

of
 

ch
ai

n

W
id

th
 to

 th
e 

m
id

dl
e 

of
 c

ha
in

W
id

th
 o

f t
he

 
at

ta
ch

m
en

t

D
ia

m
et

er
 o

f fi
xi

ng
 

ho
le

Le
ng

th
 o

f a
tta

ch
m

en
t 

pr
ot

ru
si

on

Sp
ac

e 
be

tw
ee

n 
th

e 
ho

le
s

H
ei

gh
t o

f t
he

 
at

ta
ch

m
en

t

H
ei

gh
t o

f fi
xi

ng
 h

ol
e,

 
ex

te
rio

r

H
ei

gh
t o

f fi
xi

ng
 h

ol
e,

 
in

te
rio

r

Th
ic

kn
es

s o
f 

m
at

er
ia

l, 
ou

te
r

Th
ic

kn
es

s o
f 

m
at

er
ia

l, 
in

ne
r

Einfach- und Mehrfach-Rollenketten, Europäischer Standard DIN 8187, Amerikanischer Standard DIN 8188 (Ansi)5 10 B-1 M 316 15,875 5/8 " 29,8 41 4

7 12 B-1 M 416 19,05 ¾ " 35 70 5,5

7 12 B-1 M 115098 19,05 ¾ " 35 48 5,5

7 12 B-1 M 110678 19,05 ¾ " 35 70 5,5

8 16 B-1 M 158 25,4 1 " 25,0 46 50 20 5

8 16 B-1 M 184 25,4 1 " 25,0 46 55 20 5

8 16 B-1 M 185 25,4 1 " 25,0 46 45 20 5

8 16 B-1 M 515 25,4 1 " 25,0 46 65 20 5

66 212 A M 832 38,1 1 ½ " 8 19,5 80 5

66 212 A M 151 38,1 1 ½ " 10 15 40 5
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   Packaging Industry

Rexnord Chains have also proven themselves to be ef-

fective when used in the packaging industry.

The role of conveying chains, which are used to trans-

fer pieces from containers during production or for po-

sitioning from foil, can be filled by Rexnord chains. 

In the packaging industry, high work cycle accuracy, 

low elasticity, equipment availability and absolute op-

erational safety are demanded. Non-drip, ex-works, 

special lubrication is an important prerequisite in order 

to ensure consistently high product quality.

In addition, the rigorous requirements demanded by 

reversing service, high acceleration or start/stop serv-

ice show the high fatigue strength of Rexnord chains. 

Many different solutions have already been successful-

ly implemented in the packaging industry with Rexnord 

high performance roller chains. They are able to fulfill 

the highest quality standards demanded by custom-

ers. 

Through the continuous further development of our 

production and the further optimization of all compo-

nents, the quality of Rexnord products is continually 

improved. Therefore, Rexnord Kette and its customers  

will always be prepared for any challenges that may 

arise in the future.

Because of the modular construction of a roller chain, 

the simple assembly of various special attachments 

can be guaranteed, allowing for the realization of solu-

tions for nearly every application, as well as a minimi-

zation of costs.
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Type 60

Type 17

Type 6

Type 16

Typical Attachments for the Packaging Industry

* Also available for double-pitch roller chains. Further designs on request!
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Einfach- und Mehrfach-Rollenketten, Europäischer Standard DIN 8187, Amerikanischer Standard DIN 8188 (Ansi)6 10 B-1 M 328 15,875 5/8 " 26,5 3,05

16 20-1 (Re 487) W 470 20 0,787 36,8 35 11 3,05

16 20-1 (Re 487) W 472 20 0,787 28 36,8 35 6,6 11 3,05

17 08 B-1 W 112568 12,7 ½ " 16,4 24 24,4 6,6 2,5 8,75 8 1,6

17 12 B-1 W 107157 19,05 ¾ " 18,6 26 35,2 6,6 2,5 8,75 11,5 1,8

17 16 B-1 BG W 536 25,4 1 " 18,6 25,8 35 6,6 11 11,2 3,05

17 12 A-1 W 424* 19,05 ¾ " 19,5 26,7 36 6,6 11,5 11,5 2,4

60 16 B-1 M 71740 25,4 1 " 25 90 5

60 20-1 (Re 487) M 64617 20 0,787 20 50 3,9

60 20-1 (Re 487) M 60121 20 0,787 20 54 3,9
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Further designs on request!

Type 52

Type 62

Type 61
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Einfach- und Mehrfach-Rollenketten, Europäischer Standard DIN 8187, Amerikanischer Standard DIN 8188 (Ansi)52 12 B-1  W 454 19,05 ¾ " 29,8 35,2 11,9 1,8

61 08 B-1 M262 12,7 ½ " 10,6 19 1,6

61 10 B-1  M 124942 15,875 5/8 " 10 18 1,6

61 20-1 (Re 487) M 456 20 0,787 20 45 3,9

61 20-1 (Re 487) M 464 20 0,787 20 39 3,9

61 16 B-1 M 548 25,4 1 " 25 65 5

61 216 B M 836 50,8 2 " 39,8 39,8 3,1

62 08 B-1 M 112548 12,7 ½ " 23,2 16 1,6
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Type 50

Type 53

Type 37

Special Attachments

Further designs on request!
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Einfach- und Mehrfach-Rollenketten, Europäischer Standard DIN 8187, Amerikanischer Standard DIN 8188 (Ansi)
37 20-1 (Re 487) M 462 20 0,787 20 64,5 3,9

50 08 B-1 W 68905 12,7 ½ " 23,8 32,2 13 6,2 8,5 1,6

50 10 B-1 W 68920 15,875 5/8 " 24,8 33,3 15 6,2 10,3 1,6

53 212 A H SS W 111173 38,1 1 ½ " 21,5 31 28 5,1 14,4 14,7 3,05

53 212 A H SS W 16687 38,1 1 ½ " 21,5 33,1 28 5,1 14,4 14,7 3,05

53 212 A H SS W 17189 38,1 1 ½ " 21,5 29,6 28 5,1 14,4 14,7 3,05

53 212 B W 678 38,1 1 ½ " 17,6 31,5 28 6,6 15 12,2 1,8
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Type 28

Type 39

Type 38

Type 32

Further designs on request!

Special Attachmnets with threated hole
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Einfach- und Mehrfach-Rollenketten, Europäischer Standard DIN 8187, Amerikanischer Standard DIN 8188 (Ansi)28 08 B-1 W 109747M5 12,7 ½ " 13,8 20,1 17,9 M5 8 1,6

28 10 B-1 W 324M6 15,875 5/8 " 15,4 23,5 12,5 M6 10,3 2

28 12 B-1 W 107737 M5 19,05 ¾ " 17,7 28 16 M5 11,9 1,8

28 16 B-1 W 596M8 25,4 1 " 29 38 24 M8 18 3,05

28 16 B-1 W 510M6 25,4 1 " 27 39,5 36 M6 15,9 3,05

28 16 B-1 W 508M8 25,4 1 " 27 39,5 36 M8 15,9 3,05

28 08 B-1 SS W 104533M4 12,7 ½ " 13,2 19,7 10,6 M4 8,5 1,6

32 16 A-1 Z 433 25,4 1 " 36,9 48 M 6 24 15,5 2

38 08 B-1 SS W 104533M4 12,7 ½ " 0 M4 8,5 1,6

38 16 B-1 W 508M8 25,4 1 " 1,9 M8 15,9 3

39 10 B-1 W 122183M5 15,875 5/8 " 15 21,1 28,6 M5 15,8 10,3 1,6

39 12 B-1 W 114303M6 19,05 ¾ " 18 27,7 35,2 M6 19,05 11,9 1,8
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Type 24

Type 40 Type 43

Type 29

* Intermediate plate for Multiple Strand Roller Chains.

Further designs on request!

Special Attachments
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Einfach- und Mehrfach-Rollenketten, Europäischer Standard DIN 8187, Amerikanischer Standard DIN 8188 (Ansi)24 24 B-1 M 701 38,1 1 ¼ " 38,1 72,9 38,8 21,1 6

29 24 A-1 M 614 38,1 1 ¼ " 37,5 4

40 08 B-1 M 240 12,7 ½ " 3,9 17 12 3,5

43 16 B-1 M 529 25,4 1 " 30,8 3,75
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Type 67

Type 68

Type 19

Type 31

* available as Bushing Chain or Roller Chain.
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Einfach- und Mehrfach-Rollenketten, Europäischer Standard DIN 8187, Amerikanischer Standard DIN 8188 (Ansi)
31 216 A H GL

(C 2080 H)
L270 50,8 2 " 7,8 4

67 BCK 20-1* M 485 20 0,787 32 14,6 2,6 3

67 BCK 20-1* M 487 20 0,787 32 14,6 2,6 3,1

68 216 B H BU 226 50,8 2 " 63 35 D12 36 48 3,9 3,9



  

We specialise 
in these...

Our Type 44 Attachment covers a range of special ex-
tended pins - examples are shown below. Whilst we do 
have a specific range available which could satisfy your 
needs, please contact us with details of your individual 
requirements.

... Have a word with us!

Type 44

31 216 A H GL
(C 2080 H)

L270 50,8 2 " 7,8 4

67 BCK 20-1* M 485 20 0,787 32 14,6 2,6 3

67 BCK 20-1* M 487 20 0,787 32 14,6 2,6 3,1

68 216 B H BU 226 50,8 2 " 63 35 D12 36 48 3,9 3,9



  

Finland, Kotka
Rexnord N.V. S/A
Antintie
FI-48600 Kotka
Mobil: +358 400 411-819
E-mail:mika.antila@rexnord.com

Denmark, Humlebæk
Rexnord Kette GmbH
Bogårdsvej 113
DK-3050 Humlebæk
Phone: +4545 469-700
Fax:     +4545 469-701
E-mail: erik.nielsen@rexnord.com

France, Peronnas
Rexnord France Holding SAS
Allée de la grange magnien
Place de Neuhausen
F-01960 Peronnas
Phone: +33 474 473-564
Fax:  +33 474 243-565
Mobil: +33 685-152-186
E-mail: richard.pelletan@rexnord.com

Mediterranean Area, Milano
Rexnord
Via Cassanese, 224
Centro Direzionale Milano Oltre
Palazzo Tintoretto Piano 1
I-20090 Segrate (MI)
Phone: +39 02 269-9271
Fax:  +39 02 269-92750
E-mail:massimo.camisasca@rexnord.com

Great Britain, Redditch
Rexnord Office 32
Imex Spaces Business Park
Oxleasow Road
East Moons Moat
B98 ORE, United Kingdom
Phone: +44 1527 830-473
Fax:  +44 1527 830-501
E-mail: robert.sillis@rexnord.com

Europe/World

Rexnord Kette GmbH 
Postfach 120
D-57501 Betzdorf / Germany
Tel. +49 2741 284-0
Fax +49 2741 284-274 / 289 / 362
eMail: rexinfo@rexnord.com
www.rexnord.eu

Sweden / Norway, Skutskär
Rexnord Kette GmbH
Vretgatan 34
S-81440 Skutskär
Phone:+45 454 69700
Fax: +45 454 69701
Mobil: +46 730 25 2322
E-mail: magnus.asberg@rexnord.com

Headquarter
United States, Milwaukee 
Rexnord Industries, Inc.
4701 W. Greenfield Avenue
Milwaukee, Wi 53214
Phone: +1-414-643-3000
Fax: +1-414-643-3078

Lithuania, Panevezys
Rexnord Kette GmbH
Berzu 31-20
LT-5300 Panevezys
Phone: +370 45 431183
Mobil: +370 686 65569
Fax: +370 686 65569
E-mail: regvaldas.bajoras@rexnord.com

00
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/2
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GB

Germany
Netherlands
Switzerland
Austria

Rexnord Kette GmbH
Marketing office North-East
Schwimmbadstr. 5
D-57648 Unnau
Phone: +49 2661 9160-25
Fax:  +49 2661 9160-26
Mobil:  +49 171 4266308
E-mail:guenter.krack@rexnord.com

Rexnord Kette GmbH
Marketing office South-East
Edelweißring 83
D-86343 Königsbrunn
Phone: +49 8231 908-20
Fax:  +49 8231 908-21
Mobil:  +49 171 12 13 374
E-mail:oswald.wirth@rexnord.com

Rexnord Kette GmbH
Marketing office West NL/CH
Oberbergstraße 18
D-57520 Molzhain
Phone: +49 2747 9130-88
Fax:  +49 2747 9130-90
Mobil:  +49 171 4435145
E-mail:torsten.arend@rexnord.com

Austria, Klagenfurt
Rexnord Kette GmbH
Tristangasse 36
A-9020 Klagenfurt
Phone: +43 463 210-559
Fax:  +43 463 210-559
Mobil:  +43 664 4590708
E-mail: hans.dengg@rexnord.com

Zentrale
Rexnord Kette GmbH
Industriestraße 1
D-57518 Betzdorf
Phone: +49 (0) 2741 / 284 - 0
Fax:  +49 (0) 2741 / 284 - 250
E-mail:rexinfo@rexnord.com

Rexnord Kette GmbH
Marketing office South-West
Heilbronner Str. 30 
D-73728 Esslingen
Phone:  +49 711 46 90 965
Fax:  +49 711 46 90 966
Mobil:  +49 171 40 30 404
E-Mail: erkan.kavi@rexnord.com

Production locations
Offices




